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•  Machine made, high 
strength 10,000 PSI

• H.S.F. concrete

•  Dry cast reinforced  
CSA concrete

• Exceeds load rating test

•  Anti-slip tread finish  
available on all slats

•  Drive on slats available

•  Custom sizes available  
per request

• Engineered design  
& drawing available

Dairy Slats

DAIRY Plan & Section Views



PIN HOLE TO BE FILLED 
WITH GROUT

PRECAST COLUMN

1
4 " EPDM BEARING PAD

5
8 "Ø STAINLESS STEEL PIN x 1'-6"LG. 
CAST INTO TOP OF COLUMN

CONCRETE FOOTING

5
8 "Ø STAINLESS STEEL PIN-
10"LG. @ CNTR. OF COL. DRILLED 
4" INTO FOOTING 

PLASTIC SHIMS

NOTE: PLACE REINFORCING 
TO AVOID DRILLED HOLE 
LOCATIONS FOR DOWELS

1
2 "Ø STAINLESS STEEL PIN x 8" 
LONG DRILLED 3" INTO BEAM, ONE 
ON EITHER SIDE OF EACH COLUMN

DAIRY SLAT

FREESTALL PANEL

PRECAST RISER

PRECAST BEAM

DRYCAST SOLID

CONCRETE 
CURB

DAIRY SLAT

10M BAR TO BE DRILLED

INTO DRYCAST SLAB 

BY OTHERS
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Dairy Slats

Freestall Detail

Feed Curb Detail Column / Beam Detail


