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® Round or Square Covers available

¢ Increase tank manure storage

e Slabs manufactured to suit the radius of
tank

e Any tank diameter or depth can be
covered

» Pump-out /Aqgitation hales designed into
the tank tap

s Installation by trained persannel
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SECTION B-B

10M BAR — 3'-0" LONG
©@ EACH GROUT JOINT

SEAL BETWEEN
HOLLOWCORE AND PIT WALL

PIT WALL
BY OTHERS

<

1-5/8" S.S. PIN TO
TIE CONCRETE BEAMS
TO PRECAST WALL.

GROUT INTO PLACE @

0 STAINLESS STEEL PIN x 8
LONG DRILLED 3" INTO BEAM, ONE
ON EITHER SIDE OF EACH COLUMN

PIN HOLE TO BE FILLED
WITH GROUT,
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NOTE: PLACE REINFORCING
TO AVOID DRILLED HOLE
LOCATIONS FOR DOWELS

POURED IN PLACE
COLUMN FOOQTING

EXISTING

1" EPDM BEARING PAD

3°¢ STAINLESS STEEL PIN x 1'-6"LG.
CAST INTO TOP OF COLUMN

3’6 STAINLESS STEEL PIN-
10"LG. @ CNTR. OF COL. DRILLED
47 INTO FOOTING

~
VTN 10X16 PRECAST COLUMN
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